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ELEVATION

GENERAL NOTES:

USE PIPE COLLAR FOR EXTENDING EXISTING CONCRETE
PIPE CULVERTS AT LOCATIONS SHOWN ON PLANS OR AS
DIRECTED BY THE ENGINEER. THIS INCLUDES EXTENDING
EXISTING PIPES WITH PIPES OF DIFFERENT MATERIALS.

CONSTRUCT THE PIPE COLLAR WITH CLASS "B"
OR BETTER CONCRETE.

OBSERVE ALL REQUIREMENTS OF SECTION 840 OF THE
STANDARD SPECIFICATIONS.

* USE 12 INCH DIAMETER VALUES FOR PIPE DIAMETERS
LESS THAN 12 INCH.

[ R R
|
|
|
EXIST. PIPE | PROP. PIPE D
|
|
____________ ____|_____________ _
F f—
SIDE ELEVATION

D E F CU. YD.

12" 12" 12" 0.3528

15" 12" 12" 0.3990

18" 12" 12" 0.4465

24" 12" 12" 0.5526

30" 12" 12" 0.6560

36" 12" 12" 0.7640

42" 12" 12" 0.8856

48" 12" 12" 1.0126

54" 18" 18" 2.5793

60" 18" 18" 2.8506

66" 18" 18" 3.1307

72" 18" 18" 3.4176
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